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. POWER

s Applications {3 Selected Data

Vv high-precision supply of very small frequency range: DC...100 kHz

voltages operating voltage: 230 VAC / 115 VAC

v/ part of electrical final test and calibration power consumption: 10 W
benches, e.g. for DakkS calibration

laboratories or National Metrological working temperature: +23 °C (2 K)

Institutes (NMI)

C LK KX

output resistance: <120 mQ

v/ division ratio: 1:1, 1:8, 1:64, 1:512 v/ remote and manual control
frequency range: 0...100 kHz
accuracy up to 0.015 %

v/ amplifier: 4:1
frequency range: 0...20 kHz
accuracy up to 0.01 %



{3 Technical Data

Frequency range DC...100 kHz
Operating voltage 230 VAC/ 115 VAC
Power consumption 10w

Working temperature +23°C (+73.4°F); x2K
Preheating time 2h

Input impedance 1GQ|| 26 pF

Output resistance <120 mQ

Reference divider (1:1, 1:8, 1:64, 1:512) "2

Max. amplitude of input voltage 10V

DC...50 kHz =0,015%

A f division rat
ceuracy ot division rates > 50 kHz...100 kHz +0,03 %

Amplifier (4:1) 2

Max. amplitude of input voltage 7V

Max. amplitude of output voltage 28V
Frequency range * DC...20 kHz
Accuracy of the amplifying factor +0.01 %

USB (Type B) for PC-controlled switchover

Connectors BNC (IN/OUT)
GND, 4 mm
Weight (total) 3.4 kg (7.5 1bs)
Dimensions (H x W x L) 132 mm x 213 mm x 255 mm (5.2 in x 8.4in x 10 in)

1) traceable to national standard
2) all specifications are at laboratory temperature (+23 °C/ +73.4 °F; +2 K) unless otherwise specified

3) usable frequency range

ATS-15 table device
PC software to control the ATS-15

power cable

CC KX

USB cable



